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Stamping:

Logo LC 25kN SC/M/YY
1."Logo" Q

2. "LC" load capacity

3. "SC" Supplier code

@12+1
4. "M" Month code
A - January
B - February — —
C - March
D - April , ‘
Stamping ‘
E - May
F - June |
G - July
H - August ‘
| - September |
K - October ‘
L - November |
M - December X
5."YY" Year code B -
Product Corl: Surface Requirement: | Tolrance. | Proecion. | scair oo
72caott Zinc plating EF@ |waera:  Steel
Technical requirements: Dato Name | PartName:
1. Breaking strength (BS): 50 kN s B Triangel 50mm - 50kN
2. No cracking pitting rust spot and scratch froprove Triangle 50mm - 50kN
3. Tested according: EN I1ISO 9227 NSS Draving No:
4. Tested according: DIN EN 12195-2 KONNEX 72CQ011 Ll
£on | no| contentorcnange | pate | ame | original raving Replaces: "~ | Reptaceay: -
Weitergabe sowie Vervielfaltigung dieses Dokuments, Verwertung und Mitteilung seines Inhalts sind verboten, soweit nicht ich gestattet. 12U Alle Rechte fiir den Fall der Patent-, G oder Desi ische Anderungen bleiben vorbehalten.



